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8.60 [ 218 ] RETRACT

8X C'BORE & CLEARANCE 
FOR [M5] SHCS

8X [M5 X 10 DP]

2X [M5 X 4 DP]
OPPOSITE SIDE PLUGGED

(EXTEND PORT)

2X [M5 X 4 DP]
OPPOSITE SIDE PLUGGED

(RETRACT PORT)

1.969 
[ 50.0 ] 

1.576 
[ 40.0 ] 

1.500 
[ 38.1 ] 

1.500 
[ 38.1 ] 

.750 
[ 19.1 ] 

1.5000 
[ 38.10 ] 

(DOWELS) 

1.5000 
[ 38.10 ] 

(DOWELS) 

.67 
[ 17 ] 

.70 
[ 18 ] 

.591 
[ 15.0 ] 

8X [ 5 H7 X 3 DP]

5.864 
[ 148.9 ] 

5.24 
[ 133 ] 1.38 

[ 35 ] 

C L C L 

C L 

C L 

C L 

C L 

ALL DIMENSIONS THIS VIEW TYPICAL BOTH SIDES

C L C L 

8.189 
[ 208.0 ] 

4X [M5 X 5 DP]2X [ 5 H7 X 3 DP] 1.500 
[ 38.1 ] 

.750 
[ 19.1 ] 

1.5000 
[ 38.10 ] 

(DOWELS) 
1.054 
[ 26.8 ] 

1.220 
[ 31.0 ] 

1.260 
[ 32.0 ] 

RETRACT PORT 8X [M5 X 10 DP]

5.872 
[ 149.1 ] 

1.500 
[ 38.1 ] 

1.125
[ 28.6 ]

1.5000 
[ 38.10 ] 

(DOWELS) 

5.864 
[ 148.9 ] 

4X [ 5 H7 X  3 DP]

.750 
[ 19.1 ] 

2X MANIFOLD AIRPORTS: 
[M5 X 7 DP]

SUPPLIED PLUGGED 
(EXTEND PORT) 

 4X [M5 X 5 DP]

1.500 
[ 38.1 ] 

.750 
[ 19.1 ] 

1.5000 
[ 38.10 ] 

(DOWELS) 

2.561 
[ 65.0 ] 

.53 
[ 13 ] 

.69 
[ 17 ] 

2X [M5 X 4 DP]
SUPPLIED PLUGGED 

(EXTEND PORT) 

RETRACT 

2X [ 5 H7 X 3 DP]

.750 
[ 19.1 ] 

.7500 
[ 19.05 ] 

(DOWELS) 

.375 
[ 9.5 ] 

4X [M4] THRU
C'BORE & CLEARANCE 

FOR [M3]
(FROM FAR SIDE) 

.750 
[ 19.1 ] 

1.500 
[ 38.1 ] 

1.5000 
[ 38.10 ] 

(DOWELS) 

2X [ 5 H7 X 5 DP]

2X [ 3 H7 X 5 DP]

4X [M6] THRU
C'BORE & CLEARANCE 

FOR [M5]
(FROM FAR SIDE) 

0.344
[ 8.7 ]

MINI BALL RAIL SLIDE DLM-12M-100
DIRECTCONNECT MODULAR SERIES

How to Order: (Order Accessories separately from Basic Model)

Third Angle 
Projection

Dimensions are 
symmetrical about 

centerline

         Imperial in.                Metric [mm]
            0.00 = ±.01                     [0.] = [±.25]
           0.000 = ±.005                  [0.0] = [±.13]
         0.0000 = ±.0005              [0.00] = [±.013]

All Dowel Holes are SF (Slip Fit). 
Locational Tolerance 

±.0005" or [±.013mm]

UNLESS OTHERWISE NOTED ALL TOLERANCES ARE AS SHOWN BELOW

Metric Threads
Course Pitch

NOTE: DIRECTCONNECT™ DIMENSIONS ARE SHOWN IN BLUE

SENSOR ACCESSORIES                                                       ORDER #           QTY/UNIT

PNP Magneto Resistive Sensor with Quick Disconnect*                OHSP-017          1-4
NPN Magneto Resistive Sensor with Quick Disconnect*                OHSN-017         1-4
PNP Magneto Resistive Sensor 90º Barrel (with Qk. Disc)*            OHSP-011          1-4
NPN Magneto Resistive Sensor 90º Barrel (with Qk. Disc.)*          OHSN-011         1-4
Quick Disconnect Cable (2 meters long)*                                       CABL-010          1-4
Quick Disconnect Cable (5 meters long)*                                       CABL-013          1-4

PNEUMATIC ACCESSORIES                                                  ORDER #           QTY/UNIT

Seal Repair Kit                                                                                SLKT-238            1
Manifold Seal Kit                                                                            SLKT-240            1
Adjustable Flow Control                                                                  VLVF-008        1 or 2
 *Sensor and cable sold separately 

SAMPLE ORDER: DLM-12M-100-80-D
Ex: DLM-12M Mini Ball Rail Slide, -100 Body Size, 80mm Stroke, Double Ball Bearings

                      BODY SIZE    100                                                                     
                          STROKE    (mm)
                                              75, 80, 85, 90, 95, 100
          DOUBLE BEARING    D    
         PRECISION STOPS    P    

BASIC MODEL BODY SIZE

STROKE

PRECISION STOPS

DLM-12M  - 100 -       -  D - P   
(See Below)

DOUBLE BEARINGS
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MINI BALL RAIL SLIDE DLM-12M-100
DIRECTCONNECT MODULAR SERIES

Loading Capacity                                 Static                                  Dynamic

DLM-12M-100                                                                              

Maximum Tensile T                                        273 lbs. [1214 N]                     181 lbs. [808 N] 
Maximum Compressive C                              273 lbs. [1214 N]                     181 lbs. [808 N]
Maximum Moment Mx                              182 in.-lbs. [20.6 Nm]          121 in.-lbs. [13.7 Nm]
Maximum Moment My                              104 in.-lbs. [11.8 Nm]             69 in.-lbs. [7.9 Nm]
Maximum Moment Mz                              104 in.-lbs. [11.8 Nm]             69 in.-lbs. [7.9 Nm]
Distance to Bearing Centerline L                                          6.07 in. [154 mm] 

Specifications                                                              DLM-12M-100
Thrust Force F @ 100 psi, 7 bar.............................   51 lbs.                230 N
Max. Stroke.............................................................   4.00 in.               200 mm
Stroke Reduction (return) ........................................   0.19 in.               5 mm
Weight .....................................................................   2.25 lbs.             1.02 Kg
Maximum Payload W ..............................................   4.0 lbs.               1.81 Kg
Maximum Payload (-P Option) ................................   2.0 lbs.               0.90 Kg
Cylinder Bore Ø .......................................................   0.813 in.             22 mm
Temperature Range: ..............................................   -30°~180° F      -35°~80° C
Actuation per 25mm of travel .................................                   0.14 sec.
Linear accuracy per 25mm of travel.......................   ±0.0001 in.        ±0.005 mm
Repeatability (-P Option) .........................................   ±0.003 in.         ±0.08 mm
Pressure Range.......................................................   20-100 psi         1.4-7 bar
Valve required to actuate ........................................   4-way, 2-position

                                                                                                                                
DLM-12M-100-D
Maximum Tensile T                                        546 lbs. [2429 N]                    363 lbs. [1617 N] 
Maximum Compressive C                              546 lbs. [2429 N]                    363 lbs. [1617 N]
Maximum Moment Mx                              364 in.-lbs. [41.2 Nm]          242 in.-lbs. [27.4 Nm]
Maximum Moment My                              208 in.-lbs. [23.6 Nm]          139 in.-lbs. [15.8 Nm]
Maximum Moment Mz                              208 in.-lbs. [23.6 Nm]          139 in.-lbs. [15.8 Nm]
Distance to Bearing Centerline L                                          6.79 in. [172 mm] 

L

My

ZT

X

C Z

Y

Mx

Mz

W

W

Flow Controls are recommended for nearly all applications

Accessory Mounting Technical Data

Manifold O-ring Seals
• Available in Seal Kit
• Kit is supplied with all seals, plugs & wrenches needed

Plumbing Fittings
• Adjustable Flow Controls: 

- Thumb screw adjust with locking nut for adjusting 
actuation time

- Available for 6mm O.D. tubing
• Consult Factory for additional available plumbing fittings

Multiple Air Port Locations
• 2 standard M5 air port locations (both sides)
• Bottom and Back airports (M3) are plugged as supplied

Sensors
• PNP and NPN Magneto Resistive available
• Sensors are slot mounted, no mounting kits required
• Simple adjustment with slotted screw driver
• Built-in LED for ease of positioning and troubleshooting
• Low profile sensor version or 90° wire exit sensor version
• Available with 2M or 5M Quick Disconnect mating cable 

(order separately)

1.55 
[ 39 ] 

.76 
[ 19 ] 

VLVF-008 

.72 
[ 18 ] 

.17 
[ 4 ] 

.19 
[ 5 ] 

.73
[ 19 ]

OHSP-017
OHSN-017

OHSP-011 
OHSN-011 

SLKT-240
MANIFOLD O-RING
SEAL KIT

BACK SURFACE

BOTTOM SURFACE

SIDE SURFACE

SIDE SURFACE
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DLM SERIES EXPLODED VIEW

  Item    Qty      Name

01        1        Body
02        1        Piston Shaft
03        1        Tool Plate Top
04        1        Tool Plate Face
05        1        Shaft End Cap
06        1        Guide Rail Bearing
07    1 or 2     Bearing Block
08        1        Stop
09        1        Adjustment Stud
10        1        Piston
11        2        Shock Pad
12        2         Piston U-Cup
13        1        Teflon Ring
14        1        Piston Screw
15        1        Magnet
16        1        Piston Washer
17        1        Jam Nut
18        1        End Cap U-Cup
19        2        Stop O-Ring
20        1         Shaft End Cap O-Ring
21        2        Cap Retaining Ring
22        1        Stop Set Screw
23        2        Adjustment Stud 

Set Screw
24        8        Plug Set Screw
25        2        Port Plug Set Screw
26        1        Tool Plate Screw
27      3-9      Rail Screw
28    4 or 8     Bearing Screw
29        2        Face Plate Dowel
30        1         Piston Spacer

NOTE: Contact the Robohand Sales
Department for a complete spare parts
list with order numbers and prices.

Assembly Procedure
1) Install set screw plugs in appropriate

ports in body using thread sealer
2) Attach Rail to Body
3) Attach Tool Plate Face to Tool 

Plate Top
4) Glue Magnet to Piston
5) Lube and install seals in Piston, Stop

and End Cap
6) Install Stop Pad (retract) and Washer

in Piston
7) Attach Nut to Shaft
8) Attach Piston to Shaft with End Cap,

Spacer and Stop Pad (extend)
9) Install Stop from front of Body
10) Install Dog Point Set Screw
11) Install Adjustment Studs 
12) Install Piston Assembly
13) Install Bearing Block
14) Install Tool Plate Assembly

1

8

9

(ALL SCREWS)

24

21

22

25

6

27

7

28

25

14

24

16
11

15

12

12

13

10
11

2

30

24

24

23

18

5

18

20

21

4

26

29

3

17

19

Third Angle 
Projection

Seal Kit
Items

Thread
Locker

Krytox™

Lubricant
Teflon™ Based

Grease
Lightweight
Machine Oil

Super
Bonder

SK
KRYTOXKRYTOX
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31 

1 

17 

4 

9 

23

2 

FULL STROKE 
NO ADJUSTMENTS 

FULL STROKE 
WITH 5 MM TOOL PLATE 

ADJUSTMENT 

5MM STROKE REDUCTION 
WITH NO TOOL PLATE 

ADJUSTMENT 

5MM STROKE REDUCTION 
WITH 5MM TOOL PLATE 

ADJUSTMENT 

Third Angle 
Projection

Seal Kit
Items

Thread
Locker

Krytox™

Lubricant
Teflon™ Based

Grease
Lightweight
Machine Oil

Super
Bonder

SK
KRYTOXKRYTOX

Item      Qty      Name

1          1         Body
31       1-4       Sensor 

Stroke and Position Adjustment Procedure
1) Tool Plate position can be adjusted up to 5mm 

by loosening Jam Nut (17) and unthreading Shaft
(2) from Tool Plate Face (4). 
Caution. Do not exceed 5mm. Shaft may 
completely unthread from Tool Plate Face.
There is no limit and it is the responsibility 
of the installer/adjuster not to exceed 5mm
from factory settings.
Retighten Jam Nut upon attaining desired 
location.

2) Retract stroke can be adjusted up to 5mm 
by loosening Adjustment Stud Set Screws (23)
and then turning Adjustment Stud (9). Maximum
and minimum limits are integral to this
adjustment and cannot be exceeded. Retighten
Set Screw upon attaining desired location. 

DLM SERIES ASSEMBLED VIEW

  Item    Qty      Name

01        1        Body
02        1        Piston Shaft
03        1        Tool Plate Top
04        1        Tool Plate Face
05        1        Shaft End Cap
06        1        Guide Rail Bearing
07    1 or 2     Bearing Block
08        1        Stop
09        1        Adjustment Stud
10        1        Piston
11        2        Shock Pad
12        2         Piston U-Cup
13        1        Teflon Ring
14        1        Piston Screw
15        1        Magnet
16        1        Piston Washer
17        1        Jam Nut
18        1        End Cap U-Cup
19        2        Stop O-Ring
20        1         Shaft End Cap O-Ring
21        2        Cap Retaining Ring
22        1        Stop Set Screw
23        2        Adjustment Stud Set Screw
24        8        Plug Set Screw
25        2        Port Plug Set Screw
26        1        Tool Plate Screw
27      3-9      Rail Screw
28    4 or 8     Bearing Screw
29        2        Face Plate Dowel
30        1         Piston Spacer

FACTORY SET
DO NOT ADJUST

28

1

10

4

7

8

9

15

3

14

11
24

22

17

30

6

26 12

16

27

24

23

19
24

11

21

5

2

20

18

21 13

19

Accessory Installation & Adjustment Instructions

NOTE: Contact the Robohand
Sales Department for a complete
spare parts list with order numbers
and prices.

Assembly Procedure
1) Install sensor in profile slots as shown

2) Once adjusted for end stroke, lock in 
position with integrated set screws

Wrench Sizes - Imperial [Metric]

Model              Nut          Flats on Shaft
-07                  9/32 [7]               1/8 [3]
-09                13/32 [10]            7/32 [6]
-12                 9/16 [13]            5/16 [8]
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Inductive Sensing,
Composite Bearings,
Opposing Tool Plates,
Dual Support, 
Spring Retract/Extend
and more…
Drawings are for concept only. 
Contact Robohand Tech Support 
with project requirements.

Inductive Sensing Composite Bearing
Versions

Opposing Tool Plates

Dual Support Spring Retract/Extend Version

DLM SERIES SPECIALS
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