
destaco.com Dimensions and technical information are subject to change without notice. KAT_IN_RDM-F_0321_GB

Features, Markets and Applications Markets Applications

INTERCHANGEABILITY

•  High precision, hardened cams available in standard  
and special motions

•  Superior accuracy at the working radius when  
compared to a traditional indexer

PERFORMANCE

•  Sealed 4-point contact output bearing and large cam  
followers for superior accuracy and load capacity 

•  60 Station capacity, Ideal for multi-part automatic  
assembly machines

LOW/NO MAINTENANCE

• Center through-hole to accommodate pipe and wiring 

• Modular assembly makes RDM Series easy to maintain. 

Destaco continues to offer excellent service to our 
customers by providing the most common models  
of our Camco RDM Series as fast as you need them.

About the RDM:

The Camco RDM Series is a line of cam-operated 
rotary index drives, designed to move a wide array 
of products and components smoothly and with 
precision. Preloaded for no backlash, they have 
the capacity for handling high loads and speeds 
with controlled acceleration and deceleration for 
repeatable, accurate positioning.

Product Highlights/Options

•  Low profile 
• Large center thru-hole
• Large output mounting surface

(M) 601RDM
Base Model

(M) 902RDM
Base Model

INDEXING

INDUSTRIAL

FOOD & PACKAGING

CONSUMER GOODS

AUTOMOTIVE

ASSEMBLY

CNC MACHINING

WELDING

FIXTURE/TESTING

(M) 601RDM and (M) 902RDM Series

Camco Indexer
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Camco Indexer - (M) 601RDM and (M) 902RDM Series
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Base Models
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(M) 601RDM
Load Capacity: 
Radial: 945 lbs
Thrust/Axial: 2360 lbs

(M) 902RDM
Load Capacity: 
Radial: 3540 lbs
Thrust/Axial: 7000 lbs
with Standard Torque and 
Detector Plate Settings

Stops Motion ClutchRatioReducer Motor Optional 
Controller

902RDM
R225 SE

601RDM
R180 DE
R225 SE

(M)4.0D

(M)7.8D
601RDM

W/0.33HP 
230/460V

or 90/180V
DC Motor

902RDM
W/1HP, 56C 
230/460V

or 90/180V
DC Motor2
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(M)601RDM (M)902RDM

Allen Bradley
PowerFlex 523 / 525

(Allen Bradley, PowerFlex are registered 
brands of Rockwell Automation)

Camco Vari-Pak

Please contact your Destaco Camco Sales Team  
to learn more features of the RDM Series


